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DORIN =210

R.B. Sifra robe Naziv proizvoda Primedba

KOMPRESORI (klipni-poluhermeticki)

H11-serija (nova serija, 2014) bez grejaca ulja/INT 69

14 DO-H-0101CC/P H 101CC (POE) (0,75 kW/1 HP) 5,37 m3/h, f16x12 mm (termik zastita)
15 DO-H-0101CS/P H 101CS (POE) (0,75 kW/1 HP) 6,71 m3/h, f16x12 mm (termik zastita)
16  DO-H-0151CC/P H 151CC (POE) (1,1 kW/1,5 HP) 6,71 m3/h, f16x12 mm (termik zastita)
17 DO-H-0151CS/P H 151CS (POE) (1,1 kW/1,5 HP) 7,5 m3/h, f16x12 mm (termik zatita)
18 DO-H-0181CC/P H 181CC (POE) (1,35 kW/1,8 HP) 7,5 m3/h, f16x12 mm (termik zastita)
29  DO-H-0181CS/P H 181CS (POE) (1,35 kW/1,8 HP) 9,16 m3/h, f16x12 mm (termik zastita)
20 DO-H-0201CC/P H 201CC (POE) (1,5 kW/2 HP) 9,16 m3/h, f16x12 mm (termik zastita)
21 DO-H-0201CS/P H 201CS (POE) (1,5 kW/2 HP) 9,88 m3/h, f18x16 mm (termik zastita)
22 DO-H-0221CC/P H 221CC (POE) (1,6 kW/2,2 HP) 9,88 m3/h, f18x16 mm (termik zastita)
23 DO-H-0221CS/P H 221CS (POE) (1,6 kW/2,2 HP) 10,61 m3/h, f18x16 mm (termik zastita)
24 DO-H-0251CC/P H 251CC (POE) (1,84 kW/2,5 HP) 10,61 m3/h, f18x16 mm (termik zastita)
25  DO-H-0251CS/P H 251CS (POE) (1,84 kW/2,5 HP) 11,64 m3/h, f18x16 mm (termik zastita)
26  DO-H-0281CC/P H 281CC (POE) (2,1 kW/2,8 HP) 11,64 m3/h, f18x16 mm (termik zastita)
27 DO-H-0281CS/P H 281CS (POE) (2,1 kW/2,8 HP) 13,23 m3/h, f18x16 mm (termik zastita)

H2-serija bez grejaca ulja/INT 69

28 DO-H-0290CS/P H 290CS (POE) (2,1 kW/2,9 HP) 14,74 m3/h, £22x16 mm (termik zastita)
29 DO-H-0300CC/P H 300CC (POE) (2,2 kW/3 HP) 14,74 m3/h, £22x16 mm (termik zastita)
30  DO-H-0300CS/P H 300CS (POE) (2,2 kW/3 HP) 15,94 m3/h, f28x16 mm (termik zastita)
31 DO-H-0350CC/P H 350CC (POE) (2,6 kW/3,5 HP) 15,94 m3/h, £28x16 mm (termik zastita)
32 DO-H-0380CC/P H 380CC (POE) (2,8 kW/3,8 HP) 17,53 m3/h, £28x16 mm (termik zastita)
33 DO-H-0390CS/P H 390CS (POE) (2,9 kW/3,9 HP) 19,53 m3/h, f28x16 mm (termik zastita)
34 DO-H-0392CS/P H 392CS (POE) (2,9 kW/3,9 HP) 23,31 m3/h, 28x16 mm (termik zastita)

35  DO-H-0403CC/P H 403CC* (POE) (3,3 kW/4,5 HP) (INT 69) 19,98 m3/h, 28x16 mm
36 DO-H-0403CS/P H 403CS* (POE) (3,3 kW/4,5 HP) (INT 69) 22,83 m3/h, £28x16 mm
37 DO-H-0503CC/P H 503CC (POE) (3,7 kW/5,5 HP) (INT 69) 22,83 m3/h, £28x16 mm
38 DO-H-0503CS/P H 503CS (POE) (3,7 kW/5,5 HP) (INT 69) 26,44 m3/h, 35x16 mm
39  DO-H-0743CC/P H 743CC (POE) (5,6 kW/7,5 HP) (INT 69) 26,44 m3/h, 35x16 mm

H35-serija (kompatibilna sa Bitzer-om) bez grejaca, INT 69 (u ceni)

40  DO-H-0401CS/P H 401CS* (POE) (3 kW/4 HP) (INT 69) 19,29 m3/h, 22x16 mm (4FES-3Y)




41 DO-H-0451CC/P H 451CC* (POE) (3,3 kW/4,5 HP) (INT 69) 19,29 m3/h, f22x16 mm (4FES-5Y)
42 DO-H-0451CS/P H 451CS* (POE) (3,3 kW/4,5 HP) (INT 69) 23,13 m3/h, f28x16 mm (4EES-4Y)
43 DO-H-0551CC/P H 551CC* (POE) (4 kW/5,5 HP) (INT 69) 23,13 m3/h, f28x16 mm (4EES-6Y)
44 DO-H-0551CS/P H 551CS (POE) (4 kW/5,5 HP) (INT 69) 27,33 m3/h, f28x22 mm (4DES-5Y)
45  DO-H-0701CC/P H 701CC (POE) (5,1 kW/7 HP) (INT 69) 27,33 m3/h, 28x22 mm (4DES-7Y)
46  DO-H-0701CS/P H 701CS (POE) (5,1 kW/7 HP) (INT 69) 31,88 m3/h, 28x22 mm (4CES-6Y)
47  DO-H-0751CC/P H 751CC (POE) (5,5 kW/7,5 HP) (INT 69) 31,88 m3/h, 28x22 mm (4CES-9Y)
48  DO-H-0751CS/P H 751CS (POE) (5,5 kW/7,5 HP) (INT 69) 38,06 m3/h, 35x22 mm (4VES-7Y)

H4-serija (prodaja do isteka zaliha!) ne proizvodi se serija H4 od 2012.

49  DO-H-1500CS/P H 1500CS (POE) (11 kW/15 HP) 56,95 m3/h, f42x28 mm

H41-serija (kompatibilna sa Bitzer-om) INT 69, grejac ulja, opticki uljni senz. (u ceni)
50 DO-H-0851CS/P H 851CS (POE) (5,5 kW/7,5 HP) (INT 69, gr. ulja, opt.senzor) 42,81 m3/h, £35x28 mm (4TES-9Y)
51  DO-H-1001CS/P H 1001CS (POE) (7,5 kW/10 HP) (INT 69, gr. ulja, opt.senzor) 48,82 m3/h, £35x28 mm (4PES-12Y)
52  DO-H-1201CC/P H 1201CC (POE) (8,8 kW/12 HP) (INT 69, gr. ulja, opt.senzor) 42,81 m3/h, £35x28 mm (4TES-12Y)
53  DO-H-1501CC/P H 1501CC (POE) (11 kW/15 HP) (INT 69, gr. ulja, opt.senzor) 48,82 m3/h, f42x28 mm (4PES-15Y)
54  DO-H-1501CS/P H 1501CS (POE) (8,8 kW/12 HP) (INT 69, gr. ulja, opt.senzor) 56,87 m3/h, f35x28 mm (4NES-14Y)
55  DO-H-2001CC/P H 2001CC (POE) (15 kW/20 HP) (INT 69, gr. ulja, opt.senzor) 56,87 m3/h, f42x28 mm (4NES-20Y)

H5—serija INT 69, gr. ulja, uljni dif. pres. ODPS, potisni senzor (u ceni)
56  DO-H-2000CS/P H 2000CS (POE) (15 kW/20 HP) (INT 69, gr. ulja, delta P, p.s.) 75,83 m3/h, f42x28 mm (4HE-18Y)
57  DO-H-2500CC/P H 2500CC (POE) (18,5 kW/25 HP) (INT 69, gr. ulja, delta P, p.s.) 75,83 m3/h, f42x28 mm (4HE-25Y)
58 DO-H-2500CS/P H 2500CS (POE) (18,5 kW/25 HP) (INT 69, gr. ulja, delta P, p.s.) 85,01 m3/h, f54x28 mm (4GE-23Y)
59  DO-H-3000CC/P H 3000CC (POE) (22 kW/30 HP) (INT 69, gr. ulja, delta P, p.s.) 85,01 m3/h, f54x28 mm (4GE-30Y)

K serija (bez grejaca ulja, MP 55 i INT 69) kompresori sa uljnom pumpom
60  DO-K-1500CS/P K 1500CS (POE)* (11,1 kW) 15 HP 57,9 m3/h, 42x28 mm
61  DO-K-3500CC/3 K 3500CC (3GS)* (25,8 kW) 35 HP 110,6 m3/h, 54x35 mm

KP serija (bez grejaca ulja, MP 55 i INT 69) kompresor sa uljnom pumpom
62  DO-KP-1500CS/P KP 1500CS (POE)* (11,1 kW) 15 HP 56,95 m3/h, f42x28 mm

Termistorska zastita
63 D0-2CC4010 Termist. zaStita INT 69 (220V/50 Hz) kodni broj: 2CC4010
64 D0-2CC5040 Termist. zastita INT 69 (24V/50 Hz) kodni broj: 2CC5040

REZERVNI DELOVI (za klipne kompresore)

Grejaci ulja/termistorska zastita

65 DOR-2EC1010 Grejac ulja 60W/220 V (K 40 CC/K 240 SB) kodni broj: 2EC1010
66 DOR-2EG2020 Grejaé ulja 100W/220 V (H1-H5) kodni broj: 2E62020
67 DOR-2EG1090 Grejac ulja 220V (H6, H7) kodni broj: 2EG1090




